
Pinabete Permit Application Package

Table 18.1-4  SEDCAD™ 4 Estimated Peak Discharge and Sediment Yield 

Peak 

discharge Sediment

Peak 

dscharge Sediment

Peak 

discharge Sediment

Peak 

discharge Sediment

Peak 

discharge Sediment

Peak 

discharge Sediment

(cfs) yield (tons) (cfs) yield (tons) (cfs) yield (tons) (cfs) yield (tons) (cfs) yield (tons) (cfs) yield (tons)

South Fork Cottonwood Structure 21 729 4,561 1,588 11,292 2,136 17,270 2,220 16,455 2,714 20,341 3,439 26,631

Cottonwood  at CSN-1 Structure 36 1,258 10,716 2,871 27,293 3,947 43,246 4,106 40,746 5,048 51,400 6,428 67,549

Cottonwood at Confluence Structure 37 1,250 10,744 2,839 27,243 3,910 43,495 4,049 40,586 4,971 51,493 6,325 67,181

Pinabete upstream Structure 6 405 2,728 1,119 9,613 1,686 15,294 1,706 15,928 2,169 18,536 2,864 25,412

Pinabete downstream Structure 8 394 2,581 1,095 9,249 1,694 14,780 1,670 15,362 2,123 17,601 2,803 24,125

No Name upstream Structure 2 54 69 185 271 280 495 297 461 387 619 523 868

No Name downstream
 1

Structure 5 114 291 415 1,084 625 1,887 661 1,793 842 2,356 1,022 3,107

Unnamed Tributary to 

Chaco Structure 1 50 158 137 497 192 837 205 788 257 1,023 334 1,380

cfs - cubic feet per second
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