Pinabete Permit Application Package

Table 18.2-9 Pictured Cliffs Sandstone Monitoring Well Summary and Aquifer Test Results

Location (ft)"

Elevation |Well Depth Transmissivity | Hydraulic conductivity Saturated Storage

Well Northing Easting (ft) (ft) Test type (ft’/day) (ft/day) (cm/sec) thickness (ft) | coefficient
KPC-98-01 1993802 290787 5366.46 125.7 0.4 gpm pumping test 0.79 0.020 7.1E-06 39 NA
KPC2007-01 1995103 302596 5355.71 208.84 NA 0.576 0.0074 2.6E-06 78 NA
KPC2007-02 1975119 303891 5515.06 320.98 NA NA 0.0001 3.5E-08 NA NA
KPC2007-03 1982885 295091 5470.23 138.4 NA NA 0.0040 1.4E-06 NA NA
Pumping test well T4-1 1976250 289850 5520 228 0.15 gpm pumping 0.1203 0.0014 4.9E-07 84 0.00032
Recovery test well GM-
30A 1975811 290347 NA 191.6 NA 0.1337 0.0016 5.6E-07 84 0.000034
0O-1 Cooper slug test 2.7300 0.0321 1.1E-05 85 NA
(18.3 gpm for 8.7 min) 1958366 320663 5520 414 Horslev slug test 3.7500 0.0441 1.6E-05 85 NA

* Coordinates State Plane New Mexico West NAD 1983

ft*/day - square feet per day

cm/sec - centimeter per second

gpm - gallon per minute

NA - information not available or not determined

Table 18.2-9-1

3/12



