
Pinabete Permit Application Package

Table 41.3-4  Comparison of Pre-mine and Post-reclamation Flows for Pinabete Arroyo, Cottonwood Arroyo, and Unnamed Tributary to Chaco River

SEDCAD Area Flow Volume Flow Volume Flow Volume Flow Volume Flow Volume

designation Watershed location (sq mi) (cfs) (acre-feet) (cfs) (acre-feet) (cfs) (acre-feet) (cfs) (acre-feet) (cfs) (acre-feet)

Structure 7 Pinabete upstream, pre-mine 47.80 401 294 1113 802 1698 1217 2159 1017 2851 2033

Structure 9 Pinabete at mouth, pre-mine 59.37 390 378 1081 1011 1649 1531 2096 1545 2767 2526

Structure13 Pinabete at mouth, post-reclamation 60.83 386 295 1070 805 1633 1209 2075 1551 2740 2044

Structure 21 South Fork Cottonwood, pre-mine 21.08 729 195 1588 411 2220 627 2714 767 3439 971

Structure 21 South Fork Cottonwood, post-reclamation 20.80 719 186 1574 424 2204 604 2693 740 3413 940

Structure 37 Cottonwood at mouth, pre-mine 80.11 1,250 460 2839 1165 4049 1732 4971 2175 6325 2836

Structure 37 Cottonwood at mouth, post-reclamation 79.19 1,257 433 2866 1114 4084 1645 5011 2096 6369 2742

Structure 1 Chaco Trib , pre-mine 0.45 50 2.3 137 6.4 205 9.8 257.2 12.4 334 16.3

Structure 1 Chaco Trib, post-reclamation 0.98 28.8 3.6 100.0 11.4 162.0 18.0 211.2 23.2 286.0 31.0

2yr-6hr event 

(0.85 inches)

10yr-6hr event 

(1.28 inches)

25yr-6hr event 

(1.56 inches)

100yr-6hr event 

(2.04 inches)

50yr-6hr event 

(1.76 inches)
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